
12V クランクシャフト 41.4mm ストローク 商品コード：309-1123300
適合エンジン（車種）

12v モンキー系ウルトラ SE 88cc/DOHC 88cc ボアアップ KIT 装着車（※ 50cc ノーマル不可）
モンキー / ゴリラ　FNO,Z50J-2000001 ～ /FNO,AB27-1000001 ～ 1899999/ モンキーバハ　FNO,Z50J-1700001 ～ /XR50R/CRF50F 等

〒 577-0015
東大阪市長田 3-8-13
TEL.06-6783-5311（代）
FAX.06-6782-0740

091113 K-Y製造には万全を期しておりますが、万一当社の製造上の原因による品質不良がありました
場合は同様、同数の新しい製品とお取り替え、又は無償修理致しますが、それに伴う故障、
破損、事故等についてのパーツ代金、整備費用の代償はご容赦下さい。

■製品の保証について
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シャフトの振れ計測位置シャフトの振れ計測位置

（クランクシャフト）

サービスデータ（クランクシャフト）
記号 点検箇所 基準値 使用限度
A コンロッド大端部横方向の隙間 0.1 ～ 0.35mm 0.5mm 以上
B コンロッド大端部縦方向の隙間 0 ～ 0.01mm 0.015mm 以上
C コンロッド小端の内径 13.013 ～ 13.043mm 13.05mm 以上
D クランクシャフト左右の振れ 0 ～ 0.05mm 0.08mm 以上
E ベアリング内・外輪の縦方向隙間 0.05 ～ 0.09mm 0.10mm 以上
F ベアリング内・外輪の横方向隙間 0.005 ～ 0.040mm 0.050mm 以上

17mm

適合ピストン
●ULTRA-SE88cc
●DOHC88cc
●推奨重量 ： ９６．５±5g
（ピストンリング/ピン/ピンクリップ含む） 

■取付けについて（必ずお読み下さい）

シリンダー部のガスケット 商品名 商品コード

パッキンセット A
ULTRA SE ボアアップ KIT　88cc の場合 パッキン SET A（ステンレス GK） 960-1123088
DOHC ボアアップ KIT　88cc の場合 パッキン SET A（ステンレス GK） 960-1123910

クランクケース部のガスケット 商品名 商品コード

パッキンセット B
マニュアルクラッチ車用 パッキン SET B 960-1015100
スーパー / ウルトラクラッチ装着車用 パッキン SET B 960-1083700

※シリンダー、クランクケースの分解、組立作業及び、各部調整は必ず車種別のメーカーサービスマニュアルを参考に行って下さい。
（当社製エンジンパーツを装着されている場合はその取付説明書等も合わせて参考にして下さい）

※ガスケット合わせ面にガスケットが固着しているパーツはスクレーパー等で傷を付けないように全て取り除いて下さい。
※ガスケット、パッキン類は必ず新品と交換して下さい。仕様に合わせてご購入下さい。（下記参照）
※クランクシャフトの各摺動部にエンジンオイルを塗布してから組み込んで下さい。
※ノーマルパーツに磨耗、亀裂、破損がある場合は新しい部品に交換して下さい。
※当製品装着後は、定期的にメンテナスを行って下さい。変磨耗が見られる場合は新品に交換して下さい。
※エンジンオイルはならし運転（約 200km または４時間）終了後、必ず新品の当社指定エンジンオイルに交換して下さい。
　当社指定エンジンオイル：elf（エルフ）3818【5W-30】（1 リットル：No,968-2000010）

■製品、装着について（必ずお読み下さい）
●組み立てミス等によるエンジンその他関連パーツの破損、それに伴う事故等については全て運転者本人の責任とし、当社は一切の責任を

負いませんのでご了承下さい。
●組み付け及び、セッティング作業は必ず、整備士資格のある方が行って下さい。また周辺部品の役割等が理解できない方は必ず専門店の

担当者又は、当社までご相談下さい。
●説明書に記載されていない改造や仕様変更等は絶対にしないで下さい。故障、破損の原因にもなります。
●エンジンの振動により、ボルト、ナット類が緩む可能性があります。走行前は必ず、各部のボルト、ナット類の締まり具合を確認して下さい。
●お気付きの点や、異常を発見した場合は直ちに走行を停止して、当社まで、ご連絡下さい。

パッキングリスト
商品名 商品コード 個数

クランクシャフト ASSY（H）12V モンキー 309-1123300 1
ベアリング　♯ 6205（組込済み） 315-6205000 2
オイルポンプスピンドル 331-1083003A 1
スピンドルカラー 331-1083003B 1

ご使用時の注意
●このパーツはレース専用です。組み込んだ車両での一般

公道走行はできません。道路交通法違反及び、組み立て
ミス、セッティング不良等による事故、パーツの破損等
については全て本人の責任とし、当社は一切の責任を負
いませんので御了承下さい。

●この度はキタコ製品をお買い求め頂き誠に有り難うございます。説明文を良く理解して正しい取付を行って下さい。
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Thank you for purchasing Kitaco product.  Read and understand the instruction before installing.
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         ■ ATTENTIONS (MUST READ)
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PACKING LIST 
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OIL PUMP SPINDLE
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SPINDLE COLLAR
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CRANK SHAFT ASSY (H) 12V MONKEY
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SERVICE GUIDE　(CRANK SHAFT)
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GASKET SET
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GASKET SET
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GASKET SET
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GASKET SET
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GASKET SET

Administrator
テキスト ボックス
GASKET SET
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CYLINDER GASKET
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CRANK CASE GASKET
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CRANK SHAFT
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(BEARING)
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3-8-13 NAGATA, HIGASHI-OSAKA,OSAKA, 577-0015, JAPAN
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http://www.kitaco.co.jp/
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  ■ MUST READ WHEN INSTALLATION
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12V CRANK SHAFT 41.4mm STROKE
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※ATTENTION !
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Race use only. Note that racing parts are not covered under warranty.We are not responsible for damages and accidents caused by assembling mistake and improper setting.
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BEARING
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 STAINLESS
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 STAINLESS
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SERVICE LIMIT
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EXAMINATION POINT
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(PISTON RING / PIN / PIN CLIP include)
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APPLICATION PISTON
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Recommended weight : 96.5±5g
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MONKEY/GORILLA FNO,Z50J-2000001～/ FNO,AB27-1000001～1899999 / MONKEY BAJA FNO,Z50J-1700001～/ XR50R /CRF50F
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COMPATIBILITY 
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(※50cc STOCK NOT USEABLE)
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Connecting rod small end I.D.
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(PRESS ASSEMBLED)
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 ULTRA-SE, SE-PRO, DOHC BIG BORE KIT 

Administrator
テキスト ボックス
●We are not responsible for damages and accidents caused by assembling mistake and improper setting.●Please ask authorized mechanic for assembling and setting.Ask a specialist at specialty shop if you do not understand the role of the surrounding parts.●Do not modify the way which is not listed or it will cause damage and trouble.●Please check and make sure each part of bolts and nuts are not loose before running. ●Please contact a mechanic nearby immediately when you find something unusual.
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※Refer to the manufacturer HONDA service manual when installation.(Follow Kitaco instructions as well when using Kitaco parts together)※Remove all the remaining gasket out of the mating surface with scraper if any.  Please try not to hurt the surface.※Exchange with new gaskets for sure.  Purchase separately if required.※Apply to engine oil on the any of moving place of crankshaft※Exchange with new one if stock parts has wear, crack or broken.※Periodic maintenance is required after installation.  Exchange with new one if partial wear is found.※Change the engine oil to the new specified engine oil after you break in (about 200km or 4-hour ).(KITACO Specified Oil: elf 3818 1L【5W-30】968-2000010
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ULTRA SE BIG BORE KIT 88cc
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DOHC BIG BORE KIT 88cc
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FOR MANUAL CLUTCH MODEL
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FOR SUPER / ULTRA CLUTCH MODEL
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Connecting rod crosswise gap
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Connecting rod big end lengthwise gap
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Crankshaft run-out
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Bearing I.D. / O.D. lengthwise gap
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Bearing I.D. / O.D. crosswise gap
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            RUN-OUT MEASURING LOCATION
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             RUN-OUT MEASURING LOCATION
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