
●この度は当製品をお買い求め頂き誠に有り難うございます。説明文を良く理解して正しい取付を行って下さい。

ロック取り扱い上の注意
●�������������の�に��������を�し����ご��下さい。ま������の����に�っ�������������の�に��������を�し����ご��下さい。ま������の����に�っ

ては車輌と接触し�キズの原因となりますの�ご注意下さい。ま�走行中のご��もおやめ下さい。
●当��は���キ�のご注文は��付�ておりま��の���に��して下さい。����キ�を��し���は�当��は���キ�のご注文は��付�ておりま��の���に��して下さい。����キ�を��し���は�

己責任となり�当�は一�の責任を負いま��の�ご了承下さい）
●�����を車�に��しての走行は������を�こす�������行�ない�下さい。�����を車�に��しての走行は������を�こす�������行�ない�下さい。車�に��しての走行は������を�こす�������行�ない�下さい。��しての走行は������を�こす�������行�ない�下さい。ての走行は������を�こす�������行�ない�下さい。の走行は������を�こす�������行�ない�下さい。走行は������を�こす�������行�ない�下さい。�����を�こす�������行�ない�下さい。。
●キ������の������には���のキ��������������������� ���）をご��さ��キ������の������には���のキ��������������������� ���）をご��さ�����）をご��さ��）をご��さ��

�をお薦めします。防塵潤滑剤を��しない�下さい。キ����して開錠�きなくな�����ります。

■製品、装着について（必ずお読み下さい）
●当製品は�車��車�に���������き������������す。�難防�����はごさいま��の�ご注意下さい。ま��当製品は�車��車�に���������き������������す。�難防�����はごさいま��の�ご注意下さい。ま��

他の�途には��しない�下さい。
●この���は車���に��さ�ていますの������の車�には���きま��。ま��説明�に��さ�ていない���や�正なこの���は車���に��さ�ていますの������の車�には���きま��。ま��説明�に��さ�ていない���や�正な

取付�改造�仕�変更はしない�下さい。
●��付����に�������の他�����の��や��に�う���に�いては�て�����の責任とし�当�は一�の責任を��付����に�������の他�����の��や��に�う���に�いては�て�����の責任とし�当�は一�の責任を

負いま��の�ご了承下さい。
●��付��������は�������の����行って下さい。ま�����品の����理解�きない�は�����の�当����付��������は�������の����行って下さい。ま�����品の����理解�きない�は�����の�当��

は�当�ま�ご相談下さい。
●��付�の����車�ごとの�������������と��て取付��を�めて下さい。��付�の����車�ごとの�������������と��て取付��を�めて下さい。
●エ�ジ�の振動に�り�ボ������類�緩む可能性��ります。走行前は���各�のボ������類の締まり具�を確認して下さい。
●お�付きの�や���を��し���は��に走行を��し�当�ま��ご��下さい。お�付きの�や���を��し���は��に走行を��し�当�ま��ご��下さい。
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■製品の保証について
●製造には��を�しています���一当�の製造�の原因に��品��良��りまし�製造には��を�しています���一当�の製造�の原因に��品��良��りまし�

��は同��同数の新しい製品とお取り替え�は�無償修理致します。但し���に�
う�障�������に�いての���の代金�修理�証���費��の代償はご容赦
下さい。

●当�製品の�証��は�品����� 6 ���す。当�製品の�証��は�品����� 6 ���す。6 ���す。���す。

��付��
● � 側�����������と共締めして下さい。
●各�ぐ��き�はない�確認して��走行して下さい。

フルフェイス固定時、シールド側から
手を入れてフックを持つと留めやくなります

ヘルメット固定時、
ステップは開いて下さい。

��キ�グ���
�品コ�ド ���名 個数

503-0600010 �������� (T-2) ブラ��
各 1

503-0600110 �������� (T-2) ��キ
564-2800199 ��� (GSR250) 1
080-0550030 ボ��キャ��ボ��  M8 × 30 2
063-0511030 皿��  M6 × 30 1
オ��ョ�������）
880-9900000 ���オイ� 1

ヘルメットホルダー 適�車�：GSR250�GJ55D）
�品コ�ド : ブラ�� 564-2800100�0000W-05B60-18）　��キ 564-2800110�0000W-05B60-19）
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HELMET HOLDER
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APPLICATION   GSR250 (GJ55D)
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    CODE
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     (BLACK)      564-2800100
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(CHROME)        564-2800110
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● Read and understand the instruction before installing.
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■ ATTENTIONS (MUST READ)
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●HELMET HOLDER is designed and made to attach helmet on motorcycle when parking. Do not use for other purposes.It is not for anti-theft item. Do not modify the way which is not listed or it will cause damage and trouble.● We are not responsible for damages and accidents caused by assembling mistake and improper setting.● Please have a mechanic assemble for setting.Ask a specialist at specialty shop if you do not understand the role of the surrounding parts.  ● Refer to the manufacturer HONDA service manual for each vehicle when installing● Bolts and nuts may get loosen by engine vibration. Please check and make sure each part of bolts and nuts are not loose before running. ● Please contact a mechanic nearby immediately when you find something unusual.
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HOW TO INSTALL
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●Tighten helmet holder and L-shape tandem step stay with bolts.●Please check and make sure each part of bolts and nuts are not loose before running. 
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Try to put your hand in from shield side, when attaching full face helmet.
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Open step when helmet is attached.
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130808
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3-8-13 NAGATA     HIGASHI-OSAKA, OSAKA, 577-0015, JAPAN     
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PACKING LIST
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QTY
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OPTION PARTS (Sold separately)		
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   NAME
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    CODE
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   1
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HELMET LOCK (T-2) BLACK
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HELMET LOCK (T-2) CHROME
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STAY (T-2)
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BUTTAN CAP BOLT M8 x 30

Administrator
テキスト ボックス
COUNTERSUNK HEAD SCREW M6 x 30
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BUTTAN CAP BOLT M8 x 30
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LOCK OIL
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四角形
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ATTENTION
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●Depending on how to use, it may cause scratches.  Do not use when running.●We do not make a duplicate of key.  Please keep keys in safe place.●Use LOCK OIL (880-9900000) for maintenance.  Do not use anti-dusting agent, or it causes key trouble.


