
フラッシャーステー
（再使用）

ライセンスプレート

ステー接着面は要脱脂
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＊2種ステッカーステー (OP2) を使用する場合は、先にボルを締め付けてからリフレクターを貼り付けて下さい。

★スポンジ等で防水処理
(詳しくは左記注意文参照 )

ハーネスが垂れ下がらない
様束ねる8
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！ ネジロック塗布

！ ネジロック塗布●製造には万全を期しておりますが、万一当社の製造上の原因による品質不良があり
ました場合は同様、同数の新しい製品とお取り替え又は無償修理致しますが、それに
伴う故障、破損、事故等についてのパーツ代金、整備費用の代償はご容赦下さい。
●当社製品の保証期間は商品購入後から 6 ヶ月です。

■製品の保証について

■製品���について��������い�製品���について��������い�
●当製品は����に取り��る�とを��としいます。。当製品は����に取り��る�とを��としいます。。
●�のパーツは������パーツです。�の用�には�用し�いで下さい。�のパーツは������パーツです。�の用�には�用し�いで下さい。
●�のパーツは���用に��されていますので、�の��には��で�ま��。また、��されてい�い����不��取�、�造、��のパーツは���用に��されていますので、�の��には��で�ま��。また、��されてい�い����不��取�、�造、�

様変更はし�いで下さい。
●������等によるパーツ、その���パーツの破損�それに伴う事故等について、当社は一�の��を�いま��のでご��下さい。������等によるパーツ、その���パーツの破損�それに伴う事故等について、当社は一�の��を�いま��のでご��下さい。
●������、����は��整備���のある�が��て下さい。また、���品の��等が理�で��い�は�����の�当�又は、������、����は��整備���のある�が��て下さい。また、���品の��等が理�で��い�は�����の�当�又は、

当社までご相談下さい。
●取�の�、����ごとの�ー�ー�ー�������と��て取���を��て下さい。取�の�、����ごとの�ー�ー�ー�������と��て取���を��て下さい。
●����の��により、���、����が�����があります。���は��、��の���、����の�まり�合を��して下さい。����の��により、���、����が�����があります。���は��、��の���、����の�まり�合を��して下さい。
●お���の��、��を��した場合は��に��を��して、当社まで、ご��下さい。お���の��、��を��した場合は��に��を��して、当社まで、ご��下さい。

●�の度はキタコ製品をお買い求�頂�誠に有り難うございます。説明文を良く理�して�しい取�を��て下さい。

〒 577-0015
東大阪市長田 3-8-13
TEL.06-6783-5311（代）
FAX.06-6782-0740

160426 Y-H

フェンダーレス KIT
商品コー� 691-4030000
適合�� Z125 �ロ（BR125H）

注意！
●道路運送法の保安基準（第三十八条）により赤色の後�反射器（リフ�クター）を��する。（抜粋）が 定�られています。られています。れています。
　リフ�クター（赤）の�備されてい�い�両は公道��出来ま��。
★�両の構造上、リヤタイヤからの跳ね上げにより、ハーネ�の通し穴から水�泥�どが浸入する恐れがありますので、

�ポ���ゴム等で防水処理をする事をお薦�します。
■取付手順� ( ���に��、���ー�ー�ー�������を��して下さい ����に��、���ー�ー�ー�������を��して下さい ��
※���、��ー�の�を損�し�いように��して下さい。���、��ー�の�を損�し�いように��して下さい。
1）�ー�、フ���ーを取り�します。（その�、取���が�い�すい��のパーツを取り�して下さい。））�ー�、フ���ーを取り�します。（その�、取���が�い�すい��のパーツを取り�して下さい。）
※�イ��ー（フ����ー）���イ����イ���の、��の��を�して下さい。�イ��ー（フ����ー）���イ����イ���の、��の��を�して下さい。
2）��のフ���ー��パーツ�を取り��ます。（���））��のフ���ー��パーツ�を取り��ます。（���）���イ��ーは再�用します。
※���の取り�し（���）����後、��が��ている場合はフ�ーム等に��のハーネ�ク���、タイ�����の取り�し（���）����後、��が��ている場合はフ�ーム等に��のハーネ�ク���、タイ��

�等で縛�て、垂れ下がら�い様に処置を施して下さい。
3）���している����は���して下さい。�後に���らつ�が無いか、�����が��に��するか良く）���している����は���して下さい。�後に���らつ�が無いか、�����が��に��するか良く

��してから��して下さい。

パ�キ�グリ��（�の番号と�合して��を��て下さい）
��号 パーツ名 商品コー� 個数

1 �イ���ー� フ���ー����ー� 691-4030001 1
2 �イ��ー�テー フ���ー����ー� 691-4030002 1
3 �ペー�ー��ー� フ���ー����ー� 691-4030003 1
4 �イ��������ー� 801-9000002 1
5 �イ������ LED 691-0770005 1
6 �イ������ハーネ� 691-0770004 1
7 �タ�キ������ M6 × 20 060-0550020 4
8 ハーネ�クリ�� 6mm 0900-751-09002 1

※��されてい�いパーツは基�的に��パーツを再�用します。
※再�用するパーツに�、へたり、摩耗等の劣化が著しい場合は新品と交換して下さい。

オ��ョ�パーツ（別�お買い求�ください）
��号 パーツ名 商品コー�
OP1 リフ�クター KIT（50 ～ 125cc 用） 801-0800310

OP2 二��ーク�テー��� 801-0800920

外�類の脱�図（���に��、���ー�ー�ー�������を��して下さい）
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テキスト ボックス
  FENDER LESS KIT
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CODE
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APPLICATION
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Z125 PRO
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Read and understand the instruction before installing. Please keep the instruction for later needs.
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■ ATTENTIONS (MUST READ)
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●Do not modify the way which is not listed or it will cause damage and trouble.●FENDER LESS KIT is designed and made exclusive for Z125 PRO, do not use on other models.●We are not responsible for damages and accidents caused by assembling mistake and improper setting.●Please ask mechanic for assembling and setting.Ask a specialist at specialty shop if you do not understand the role of the surrounding parts.  ●Refer to the manufacturer KAWASAKI service manual when installation●Please contact a mechanic nearby immediately when you find something unusual.● Bolts and nuts may get loosen by engine vibration. Please check and make sure each part of bolts and nuts are not loose before running. 
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IMPORTANT! (MUST READ)
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●Users should agree and assume full responsibility and all liability with respect to compliance with laws 
and regulations when using FENDER LESS KIT for street use.
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■HOW TO INSTALL (Refer to KAWASAKI SERVICE MANUAL)
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※Be careful not to break the pawls when removing.1) Remove SEAT and stock REAR FENDER (and other surrounding parts to install smoothly).※Disconnect terminals between winker and license light wirings. 2) Install FENDER LESS KIT (Refer to the illustration next page).  Stock winker reuseable.※After rerouting (refer to the illustration) wirings, if there are extra wirings nearby, please tighten with tie-band, not to hang down.3) Tighten the bolts which temporarily tightened before.Make sure that each part is stable and each lamp activates normally, before running.
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 PACKING LIST    
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 No
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QTY
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 OPTION PARTS  
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CLASS 2 MARK STAY SET
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REFLECTOR KIT
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（50～125cc）

Administrator
テキスト ボックス
CODE

Administrator
テキスト ボックス
LICENSE LAMP
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LICENSE LAMP HARNESS
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HARNESS CLIP
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MAIN PLATE
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WINKER STAY
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LICENSE LAMP PLATE
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SPACER PLATE
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BUTTON CAP BOLT
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FENDER LESS PLATE
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3-8-13 NAGATA     HIGASHI-OSAKA, OSAKA, 577-0015, JAPAN     
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INSTALLING AND REMOVING OUTSIDE PLASTICS  (Refer to KAWASAKI service manual)
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●Reuse KAWASAKI genuine parts that are not in the kit●Change the reusing parts with new parts if there are significant blem, fatigue and wear. 
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 LICENSE LAMP
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2P COUPLER
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LICENSE PLATE
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(REUSEABLE)
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WINKER L･R COUPLER

Administrator
テキスト ボックス
FLASHER STAY
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SCREW LOCK      AGENT
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SCREW LOCK      AGENT
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For parts specification, water or dust come inside the vehicle from rear tyre.  Make water-proof mods with sponge or rubber to prevent them.
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Make water-proof mods with sponge and so on.
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(Refer to left side instruction)
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Degrease required on contact with stay.
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Bandle the harness not to hang down
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FENDER LESS PLATE
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FENDER LESS PLATE


